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netIC
Fieldbus & Real-Time Ethernet as DIL-32 IC

*Note: A Connector-Kit (Article number: 1541.001) is available for the extension of NICEB-RE on NICEB-FB and can simply be ordered afterwards (25.00 Euro).

Block Diagram
The netIC only requires a 3.3 V power supply
and two RJ45 Ports with integrated transmitter
for operation on a Real-Time Ethernet system
respectively all components of the Fieldbus
Interface. Examples of schematic diagrams
are included in the documentation.

An evaluation board is available for testing,
loading the Firmware and for the configurati-
on.

The configuration is transmitted from the Host
system or can be saved with the netX utility
program as a configuration 
file on the netIC.

netX Utility for configuring the netIC

Article description Article number Article

NIC 50-CCS 1541.740 netIC CC-Link Slave Interface
NIC 50-COS 1541.540 netIC CANopen Slave Interface
NIC 50-CPS 1541.760 netIC CompoNet Slave Interface
NIC 50-DNS 1541.520 netIC DeviceNet Slave Interface
NIC 50-DPS 1541.420 netIC PROFIBUS-DP Slave Interface
NIC 50-RE 1541.100 netIC Real-Time-Ethernet Interface
NIC 50-RE/NOHS 1541.101 netIC Real-Time-Ethernet without head sink
NIC 50-RE\FO 1541.110 netIC Real-Time-Ethernet Fiber optic
NICEB-RE 1540.000 netIC Evaluationboard for Real-Time-Ethernet*
NICEB-FB 1541.000 netIC Evaluationboard for Fieldbus

Technical Data

Product Overview

Parameter Value

Communication- 2x Ethernet 100 BASE-TX or
Interface CANopen / DeviceNet / CC-Link / PROFIBUS

Operating voltage +3.3V / typ. 400 mA

Operating temperature -20° C ... 70° C

Dimensions (LxWxH) 42 x 21 x 15 mm

Emission EN55011 class A

Immunity Surge - IEC 61000-4-5
 Burst - IEC 61000-4-4
 ESD - IEC 61000-4-2

RoHS yes
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Serial Host Interface with
connections for diagnostic,
dig. IOs, LEDs and
control signals to configu-
re and reset the netIC

Fieldbus Interface

Real-Time-Ethernet
Interface

Parameter Value

Prozessor netX 50

Memory 8 MB SDRAM

Displays System-LED

Serial interfaces Diagnostic/configuration
 UART RXD, TXD

 Host Interface
 UART with RXD, TXD , RTS

 SPI and I²C Master / Slave

Synchronous serial Inputs: max.16x8 Bit shift register
IO interface Outputs: max.16x8 Bit shift register

Headquarters

Germany
Hilscher Gesellschaft für 
Systemautomation mbH
Rheinstrasse 15
65795 Hattersheim
Phone: +49 (0) 6190 9907-0
Fax:     +49 (0) 6190 9907-50
E-Mail: info@hilscher.com
Web:    www.hilscher.com

Subsidiaries

China
Hilscher Systemautomation
(Shanghai) Co. Ltd.
200010 Shanghai
Phone: +86 (0) 21-6355-5161
E-Mail: info@hilscher.cn
France
Hilscher France S.a.r.l.
69500 Bron
Phone: +33 (0) 4 72 37 98 40
E-Mail: info@hilscher.fr
India
Hilscher India Pvt. Ltd.
New Delhi - 110 025
Phone: +91 11 40515640
E-Mail: info@hilscher.in
Italy
Hilscher Italia srl
20090 Vimodrone (MI)
Phone: +39  02 25007068
E-Mail: info@hilscher.it
Japan
Hilscher Japan KK
Tokyo, 160-0022
Phone: +81 (0) 3-5362-0521
E-Mail: info@hilscher.jp
Korea
Hilscher Korea Inc.
Suwon, 443-810
Phone: +82-31-204-6190
E-Mail: info@hilscher.kr
Switzerland
Hilscher Swiss GmbH 
4500 Solothurn
Phone: +41 (0) 32 623 6633
E-Mail: info@hilscher.ch
USA
Hilscher North America, Inc. 
Lisle, IL 60532
Phone: +1  630-505-5301
E-Mail: info@hilscher.us

Distributors
Australia
Fieldbus Specialists
www.fieldbus.com.au
Austria
VIPA Elektronik-Systeme GmbH
www.vipa.at
Belgium
Telerex N.V.
www.telerex-europe.com
Brazil
SoftBrasil Automacao Ltda.
www.softbrasil.com.br
Czech Republic
ZPA-Industry a.s.
www.zpaindustry.cz
Denmark
Novotek Denmark A/S
www.novotek.dk
 Finland
Elkome Systems Oy
www.elkome.fi
France
HIGH`COM
www.highcom.fr
Korea
CREVIS Co.,LTD
www.crevis.co.kr
Netherlands
Telerex Nederland B.V.
www.telerex-europe.com
Norway
AD Elektronikk AS
www.ade.no
Poland
RAControls SP. z o.o.
www.racontrols.com.pl
Portugal
Novatronic Sistemas S.L.
www.novatronicsistemas.com
Russia
ProSoft Ltd.
www.prosoft.ru
Singapore
Vector Info Tech Pte Ltd
www.vectorinfotech.com
South Africa
Innomatic
www.innomatic.co.za
Spain
Sistel Control S.L.
www.sistelcontrol.com
Novatronic Sistemas S.L.
www.novatronicsistemas.com
Sweden
Novotek Sverige AB
www.novotek.se
UK
Miles Industrial Electronics Ltd
www.milesie.co.uk
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